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QuikPush® Gehäuse QP-SDB
Verteilergehäuse, klein

•	 Ermöglicht 100% spleißfreie FTTH-Installationen
•	 Schutz vor Staub und Wasser (IP55)
•	 Geeignet für 12 x SC- oder LC-Duplex-Adapter
•	 Kapazität für 12 x Drop-Kabel pro Gehäuse
•	 Abschließbare Frontabdeckung für totale Fasersicherheit
•	 Kompaktes Design mit klappbaren Spleißablagen
•	 Lagerung für bis zu 25 Meter 3mm Miniflex®-Kabel
•	 Geliefert mit Wandbefestigungen, Spleißschutz und Kabelbindern 

 
 
Kompatibilität

•	 Alle PPC- und Industriestandardkabel
•	 QuikPush®-Kabelverbinder (SC & LC)
•	 PPC Microduct

Die QuikPush Small Distribution Box (QP-SDB) von PPC ist ein eleganter, kompakter Glasfaserverteilerpunkt, der speziell für 
vorkonfektionierte FTTH-Anwendungen entwickelt wurde. Die Verteilerbox unterstützt vollständig vorkonfektionierte Installationen 
und kann Punkt-zu-Punkt- (12 Fasern) und passive Netzwerkarchitekturen (1:8) innerhalb von MDUs ermöglichen. Der QP-SDB 
wurde speziell für die Überwindung der Herausforderung der schlaffen Speicherung bei vorkonfektionierten FTTH-Anwendungen 
mit einer Kapazität von bis zu 25 m Glasfaserschlaffkabel entwickelt.

Die QP-SDB eignet sich für den Einsatz in Innenräumen und kann bis zu 12 QuikPush-Drop-Kabel für die Weiterleitung innerhalb 
in Mehrfamilienhäusern aufnehmen.

•	 FTTH
•	 Mehrfamilienhäuser
•	 Installationen vor Ort
•	 Telekommunikation

Anwendung

Technische Daten

Funktionen & Vorteile

Übersicht

Material Abmessung
(H) x (B) x (T) Gewicht

Empfohlene
Kabelüberschuss-

lagerung

Port-
Durchmesser

Eindring-
schutz

Betriebs-
temperatur

 mm kg m mm  °C

Plastik 340 x 260 x 90 1,0 25,0 2-3 IP54 -20 bis 70

Artikelnr. Beschreibung
10-1335 QP-SDB mit 1:8 Splitter
10-1336 QP-SDB mit 12 x Pigtails
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QuikPush® Enclosure
Small Distribution Box

•	 Allows for 100% splice-less FTTH installations
•	 IP54 protection from dust and water
•	 Can accommodate 12 x SC or LC duplex adapters
•	 Capacity for 12 drop cables per closure
•	 Lockable front cover for total fiber security
•	 Compact design with hinged splice trays
•	 Storage for up to 25 m (82 ft) of 3mm Miniflex® cable
•	 Supplied with wall fixings, cable ties and connector adapters 

 
 
Compatibility

•	 All PPC and industry standard cable
•	 QuikPush® cable connector (SC & LC)
•	 PPC Microduct

PPC’s QuikPush Small Distribution Box (QP-SDB) is a stylish, compact fiber distribution point designed specifically for pre-
terminated FTTH applications. Supporting fully pre-terminated installations, the distribution box can facilitate point-to-point (12 
fibers) and passive network (1:8) architecture within MDUs. The QP-SDB is designed specifically to overcome the slack storage 
challenge of pre-terminated FTTH applications with capacity for up to 25 m (82 ft) of slack fiber cable.

Suitable for indoor use, the QP-SDB can accommodate up to 12 QuikPush drop cables for onward routing within MDUs.

•	 FTTH
•	 Multi-dwelling Units
•	 Premise installations
•	 Telecommunications

Applications

Overview

Features & Benefits

Technical Data

Material Dimensions
(h) x (w) x (d)

Weight Recommended 
Slack Storage

Port 
Diameter

Ingress 
Protection

Operating
Temp

mm (in) kg (oz) m (ft) mm (in) °C (°F)

Plastic 340 x 260 x 90
(13.4 x 10.2 x 3.54) 1 (35.3) 25 (82) 2-3 (1/8) IP54 -20 to 70

(-4 to 158)

Ordering Information

Part Number Description
10-1335 Small Distribution Box with 1:8 Splitter
10-1336 Small Distribution Box with 12 x Pigtails
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